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Technical specification

Winston LFP700AHA cell
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Winston LFP700AHA cell

Specifications
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Model name LFP700AHA
Nominal voltage 3.3V
Capacity 700 AH
Operating voltage max 3.8V - min 2.8V
Deep discharge voltage 2.5V
Maximal charge voltage 4V
Optimal discharge current <350A
Maximal discharge current <2100 A
Max peak discharge current <7000 A
Optimal charge current <350 A
Maximal charge current <2100 A
Maximal continuous operating 65 °C
temperature
Dimensions 306 x 627 x 67
Weight 21 kg
Optimal torque force 45 -50 Nm
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306mm
296 mm

Alternative product marking TS-LFP700AHA, TS-LYP700AHA
Operating voltage under load is 3.0 V

+/-5%

At 80% DOD

The cells is damaged if voltage drops bellow this level
The cells is damaged if voltage exceeds this level
0.5C

3 C, continuous for max 15 minutes from full charge
10 C, maximal 5 seconds in 1 minute

0.5C

< 3 C with battery temperature monitoring

The battery temperature should not increase this level during charge
and discharge

Millimeters (tolerance +/- 2 mm)

Kilograms (tolerance +/- 150g)

67mm

627mm

www.gwl.eu



www.gwl.eu
www.gwl.eu
www.gwl.eu

www.gwl.eu

Your complete power solutions.

A FIEREEIE LY PR it ) A R A5 1 h A3 - BETLYPET A MBS
Discharge characteristic cunve of LYP type battary under different ambient ternmperature Discharge characteristic curve of LYP type battery under nomal temperature
3.5 | !
s 3¢ 1 = —0.5CH
11 | |
o 2 { i LT
= 15 | | I | | [— 3cA
. |
1 L
R SRS TS O e 0 10 20 30 40 50 60 70 80 90 100110 120 130
i @8 2 it Discharge Capacity(%) 8 75 % Discharge Capacity(®)
mmTLYP?@'Q;ﬂE’JEEﬁﬁE% EH IR TLY PHA T ith B 15 7 5 1 b 48
Chiang charactensto curve of LY typa battary under nomal lamparmune Storage characteristic curve of LYP type battery under normal temperatura
45 . . . . . . . . . : . .
_ | I [ |—u.5cA ol M S !
S35 F—"‘ — T T 1 1|— 1ca £ o ! —— !
= | | 2 | e
£ 31 I . [ ||— z2ca g v I =
= | | — 3N | B
2.5 - | b | — | £
2 . : S
0 10 20 30 40 50 60 70 80 90 100 110 120 130 .

40day  80day 160 day 240day 320day 360day
3¢ I 75 i Charge Capacity(%) B ( & ) Time(day)

PRODUCT WEBPAGE

GWL a.s.
Pramyslova 11, 102 00 Prague 10
Czech Republic, European Union

www.gwl.eu



www.gwl.eu
www.gwl.eu
www.gwl.eu
https://shop.gwl.eu/_d2157.html
https://www.facebook.com/gwlcompany/
https://www.linkedin.com/company/gwlpower/
https://twitter.com/GWLPower
https://www.youtube.com/channel/UC4A-sFOf3FM9krpZH2iyguQ



